ENGINEERING COPY 10AUG99

NOTES: UNLESS OTHERWISE SPECIFIED

1. BATTERY CONFORMS TO THE REQUIREMENTS OF

MIL—B-8565 AND MIL-B—8565/8, QUALIFIED PRODUCTS LISTED

2. SEE DRAWING NO. CB-00263 AND PROCEDURE P—1000
FOR ASSEMBLY AND TEST INSTRUCTION. PROCEDURES
AND ASSEMBLY DRAWINGS ARE FOR INTERNAL USE ONLY.

5. BATTERY WEIGHT: 19.5 kg MAXIMUM.

4. FOR DIMENSIONS NOT SHOWN, SEE MILITARY SPECIFICATION
CONNECTOR CONFORMS TO MIL—B—8585/8 PARA 3.5.5 AND
TO DIMENSIONAL REQUIREMENTS FOR MATING CONNECTOR

IN [EC STANDARD 952-3 TYPE C AND BRITISH STANDARD
BS 6G 205 FORM C.
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CONCORDE BATTERY CORPORATION

2009 SAN BERNARDINO RD, W. COVINA, CA 91790

o+ APPROVALS o | BATTERY, STORAGE, AIRCRAFT,
XXX+ DRAWN B PORTER 7/2/99 24 \/O LT7 ,‘ 5 AH
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