NOTES: UNLESS OTHERWISE SPECIFIED

1. BATTERY CONFORMS TO THE REQUIREMENTS OF
MIL—PRF—8565 AND MIL—PRF-8565/15, QUALIFIED PRODUCTS LISTED

2. SEE DRAWING NO. CB-001/7/9 AND PROCEDURE P-1000 FOR
ASSEMBLY AND TEST INSTRUCTION. PROCEDURES AND ASSEMBLY

DRAWINGS ARE FOR INTERNAL USE ONLY.
5. BATTERY WEIGHT: 40.82 kg MAXIMUM

4. FOR DIMENSIONS NOT SHOWN, SEE MILITARY SPECIFICATION
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REVISIONS

REV DESCRIPTION DATE APPROVED
A | MIL—PRF—8565 WAS MIL—B—8565 |3/25/10 JBT
B | ADDED CENTER OF GRAVITY 4/7 /11 JBT
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ENVELOPE DRAWING
CAGE PART OR NOMENCLATURE MATERIAL ITEM
QTY REQD CODE IDENTIFYING NO. OR DESCRIPTION SPECIFICATION NO.
PARTS LIST
DIMENSIONS ARE N MILLIMETERS CONTRACT HO- CONCORDE BATTERY CORPORATION
TOLERANCES ARE:
FRACTONS  DECIALS  ANGLES 2009 SAN BERNARDINO RD, W. COVINA, CA 91790
XXk APPROVALS ot |TEBATTERY, STORAGE, AIRCRAFT,
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The data/information contained herein has been reviewed and approved for general release on the basis that this document contains no export—controlled information.




